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If you have questions or issues with any
Spectra product, please reach out to our
Customer Care team. We will happily
assist anyone with all questions at
1-855-405-0993.
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If suggested solution does not resolve the issue, turn off pump, stop pumping, and break suction to remove
flange. If your pump appears to be malfunctioning, contact the warranty team at warranty @spectrababyusa.com.
If you have questions on how to properly use your pump or on lactation issues, consult a lactation or health
professional. You can make an appointment with one of our lactation consultants for an online consult at
www.spectrababyusa.com/lactationservices. If pain persists, seek medical

attention from a qualified health professional.

15. Use and Storage environmen

10" C 95% 106 kPa 50" C 95% 106 kPa
5 e _o0" €
; 20% 70 kPa - 20% 70 kPa

Temperature Humidity Pressure Temperature Humidity Pressure

Environment to Use Environment to storage

Charge the battery before storing your breast pump. For long—term storage, recharge the battery every

three months.
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16. SPECIFICATIONS

Protection Type: Class II
Weight: 670g, Power consumption: 25VA
Expected Spectra Synergy Gold Portable Service Life is 3 years

The following adapter must be usedl.

Manufacturer: Dongguan Shilong Fuhua Electronic Co., Ltd. Model: UES12LCP—-050200SPA
Input: 100—240 V~ 50/60 Hz, 500 mA

Output: bV === 2A

Battery : Li—Polymer 7.4Vdc 1700mAh

Note 1: Or alternative as approved and supplied by Spectra

1. Type of protection against electric shock: Class II equipment
2. Degree of protection against electric shock: Type BF applied parts
3. Classification according to the degree of protection against ingress of water: 1P22
4. This equipment is not suitable for use in the presence of flammable anesthetics or oxygen
5. Mode of operation: continuous operation
VACUUM SUCTION PRESSURE CYCLE SPEED
( millimeters of mercury — mmHg) (Cycle/Min. — CPM)
Expression Mode Massage Mode Expression Mode Massage Mode
Level 1: 50 Level 6: 160 Level 11: 260 Level 1: 50 Level 1: 26 Level 1: 100
Level 2: 80 Level 7: 180 Level 12: 270 Level 2: 70 Level 2: 26 Level 2: 100
Level 3: 100 Level 8: 200 Level 3: 90 Level 3: 26 Level 3: 100
Level 4: 120 Level 9: 220 Level 4: 110 Level 4: 26 Level 4: 100
Level 5: 140 Level 10: 240 Level 5: 130 Level 5: 26 Level 5: 100

Traveling Outside of the U.S.A
The Spectra Synergy Gold Portable is compatible with multiple voltages. It can be used just about anywhere in the

world. The pump adjusts itself to whatever voltage it receives. The only issue is whether the power cord/AC adapter that
comes with your pump can physically interface with the socket/wall outlet in the country where you are going. To resolve
this issue, you need an international/universal power adapter that can be used in the country where you will be—you

don’ tneed a voltage converter. Spectra Synergy Gold Portable uses a two—pronged power cord and does not require

a grounded outlet.

For information about traveling with your breast pump and expressed breast milk, visit www.tsa.gov
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17.WARRANTY

This product is warranted by SPECTRA BABY USA, to the purchaser to be free from defects in material and
workmanship for a maximum period of two (2) years from the date of purchase. In the event of a defect or

failure to conform to this warranty, SPECTRA BABY USA will, at SPECTRA BABY USA’ s option, replace this
product without charge for such replacement or parts at the SPECTRA BABY USA office listed below.

The purchaser shall bear all responsibility and expense for returning this product, including risk of loss

prior to receipt by SPECTRA BABY USA, as well as shipping, packing and insurance costs.

ANY AND ALL IMPLIED WARRANTIES ARE LIMITED TO THE DURATION OF TWO (2) YEARS FROM
THE DATE OF PURCHASE. SOME STATES DO NOT ALLOW LIMITATIONS ON HOW LONG AN IMPLIED
WARRANTY LASTS, SO THE ABOVE LIMITATIONS MAY NOT APPLY TO YOU.

THE LIABILITY OF SPECTRA BABY USA, FOR BREACH OF ANY WRITTEN OR IMPLIED WARRANTY IS
LIMITED TO THE REPLACEMENT OF THIS PRODUCT. SPECTRA BABY USA WILL HAVE NO LIABILITY
UNDER ANY CIRCUMSTANCES FOR ANY INCIDENTAL OR CONSEQUENTIAL DAMAGES. SOME STATES
DO NOT ALLOW THE EXCLUSION OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES,
SO THE ABOVE LIMITATIONS MAY NOT APPLY TO YOU.

THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS. YOU MAY ALSO HAVE OTHER RIGHTS WHICH
VARY FROM STATE TO STATE.

SPECTRA BABY USA will have no obligation under this warranty to replace this product and/or

its components due to any malfunction or damage caused by accident or arising from misuse, abuse,
improper maintenance, unauthorized modification, or connection to an improper power supply.

Without limiting the generality of the foregoing, bending or dropping of this product or its components
and visible cracking of the equipment housing will be presumed to be defects resulting from misuse or
abuse. Accessories that are not expressly manufactured by SPECTRA BABY USA and intended for use
with the Spectra Synergy Gold Portable breast pump will immediately void this warranty. A charge will
be made for replacement of damaged parts.

If you wish to make a claim under this warranty, please contact the warranty team at warranty
@spectrababyusa.com for instructions. You will be required to provide a proof of purchase or receipt.



18. ELECTROMAGNETIC COMPATIBILITY (EMC)

This equipment needs to be installed and put into service in accordance with the information provided in the
user manual [TEC/EN 60601—1—11:2010 Clause 12.3al.

Wireless communications equipment such as wireless home network devices, mobile phones,
cordless telephones and their base stations, walkie —talkies can affect this equipment and should be kept at
least 1.0 m away from the equipment. [I[EC/EN 60601—1—-11:2010 Clause 12.3b]
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This equipment has been tested and found to comply with the limits for medical devices in IEC 60601 —1—2:2014.

These limits are designed to provide reasonable protection against harmful interference in a typical medical
installation. This equipment generates, uses and can radiate radio frequency energy and if not installed and
used in accordance with the instructions, may cause harmful interference to other devices in the vicinity.
However, there i1s no guarantee that interference will not occur in a particular installation. If this equipment
does cause harmful interference to other devices, which can be determined by turning the equipment off
and on, the user is encouraged to try to correct the interference by one or more of the following measures.

— Reorient or relocate the receiving device.

— Increase the separation between the equipment.

— Connect the equipment into an outlet on a circuit different from that to which the other device(s) are
connected. Consult the manufacturer or field service technician for help.

Essential Performance:

Vacuum level setting: Expected value = 50mmHg (Max. 270mmHg)

Cycle setting: Expected value = 10%

Backflow protection: Backflow mechanism works at all stages of the pumping session whether the
milk collection container is full or not.

It has been tested for immunity to electromagnetic disturbances and passed testing based on certain criteria,
such as component failures, changes in programmable parameters or operating mode, cessation or interruption
of any intended operation or initiation of any unintended operation.

TABLE 1: Electromagnetic Emissions (IEC 60601 —1-2:2014)
This equipment 1s intended for use in the electromagnetic environment specified below. It is the responsibility
of the user of the Spectra Synergy Gold Portable breast pump to ensure that it is used in such an environment.



Emission test compliance Electromagnetic environment — Guidance

This equipment uses RF energy only for internal
RF Emissions Group 1 functlonl..itsi RF emlssu?ns t}flus are Ve.ri low ?)nd
CISPR 11 are not 1 ely t.o cause Interterence with neraby
electronic equipment.

RF Emissions Group B
CISPR 11
This equipment is suitable for use in all
establishments, including domestic establish—
RF Emissions Group A ments and those directiy connected to poblic
CISPR 11 iow—voltage power supply networks that suppiy

buildings used for domestic purposes.

RF Emissions

Complies
CISPR 11

A WARNING Use of this equipment adjacent to or stacked with other equipment should be
avolded because it could result in improper operation. If such use is necessary, this equipment and

the other equipment should be observed to verify that they are operating normally.
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TABLE 2: Electromagnetic Immunity (IEC 60601-1-2:2014)

This equipment is intended for use in the electromagnetic environment specified below.

It is the responsibility of the user of the Spectra Synergy Gold Portable breast pump to ensure that it is used
in such an environment.

Immunity test

IEC 60601 test level

Compliance level

Electromagnetic environment - guidance

Electrostatic discharge
IEC 61000-4-2

Contact + 8 kV,
Air+2,4,8,15kV

Contact + 8 kV,
Air+2, 4,8, 15kV

Floors should be wood, concrete or ceramic tile. If floors are
covered with synthetic material, the relative humidity should
be at least 30%.

Electrical fast
transient/burst

+ 2 kV for power supply lines
+ 1 kV for input/output lines

+ 2 kV for power supply lines
+ 1 kV for input/output lines

Mains power quality should be typical of a commercial
or hospital environment.

IEC 61000-4-4
Surge +0.5 kV, £1 kV line(s) to line(s) +0.5 kV, £1 kV line(s) to line(s) Mains power quality should be typical of a commercial
IEC 61000-4-5 + 2 kV line(s) to earth + 2 kV line(s) to earth or hospital environment.

Power frequency and
magnetic field

30 A/m at 50 and 60 Hz

30 A/m at 50 and 60 Hz

Power frequency magnetic fields should be at levels characteristic
of a typical location in a typical commercial or hospital environment

IEC 61000-4-8
0% UT: 0.5 cycle 0% UT: 0.5 cycle
At 0°, 45°,90°, 135°, 180°, At 0°, 45°, 90°, 135°, 180°,
) 225°,270° and 315° 225°,270° and 315° . . . .
Voltage dips 0% UT: 1 cycle and 0% UT; 1 cycle and Mains power quality should be typical of a commercial

and interruptions
IEC 61000-4-11

70 % UT; 25/30 cycles
Single phase: at 0° 0 % UT;
250/300 cycle

70 % UT; 25/30 cycles
Single phase: at 0° 0 % UT;
250/300 cycle

or hospital environment.
During a power outage, the equipment should be powered from battery
or other constant, appropriate power supply.

Conducted RF 3 VRMS 3 VRMS

IEC 61000-4-6 ISM & Amateur Bands 6 VRMS ISM & Amateur Bands 6 VRMS
Radiated RF 10 V/m 10 V/m

IEC 61000-4-3 80 MHz — 2700 MHz 80 MHz — 2700 MHz

Portable and mobile RF communications equipment should
be used no closer to the Spectra Synergy Gold Portable
breast pump (including cables) than the recommended
separation distance (d), based on the following equations:
d = [3.5/V1] P for 150 KHz — 80 MHz

d = [3.5/E1] P for 80 MHz — 800 MHz

d = [7/E1] P for 80 MHz — 2.7 GHz

P is maximum output power rating of the transmitter in watts.

d is the recommended separation distance in meters.

Filed strengths from fixed RF transmitters, as determined by

an electromagnetic site survey, a should be less than the compliance
level in each frequency range. b Interference may occur in the vicinity
of equipment marked with the following symbol.
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a Field strength from fixed transmitters, such as base stations for radio (cellular/cordless) telephones and
land mobile radios, amateur radio, AM and FM radio broadcast and TV broadcast cannot be predicted
accurately. If you wish to use the equipment in the vicinity of fixed RF transmitters and you are uncertain
about the electromagnetic environment, please consider obtain an electromagnetic site survey.

If the measured field strength in the location where the equipment is being used exceeds the applicable

RF compliance level above, it is the user’ s responsibility to verify that the equipment is operating normally.
If abnormal performance is observed, additional measures, such as re—orienting or relocating the
equipment, may be necessary.

b. Over the frequency range 150 kHz to 80 MHz, field strengths should be less than 3 V/m.

WARNING: Portable RF communication equipment (including peripherals such as antenna cables and
external antenna) should be used no closer than 30 cm (12inches) to any part of the Spectra Cashmere,
including cables specified by Uzinmedicare Co. Otherwise, degradation of the performance of this
equipment could result.

M Manufacturer
Uzinmedicare Co., Ltd.
54, 56, Dongtansandan 5—gil, Hwaseong—si, Gyeonggi—do, 18487,
Republic of Korea Tel :+82—-70—-5228—-0983 / www.uzinmedicare.com
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